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Flexible Information Delivery and Extensive Reporting

Overview EYE reports provide the single greatest benefit of the solution. The
reporting engine uses XML and XSLT techniques to manipulate the data
and delivers the reports via the Web Server in PDF, HTML, CSV aand XML

Eye of the Storm® (EYE) formats. EYE includes a number of reporting tools:

is a highly flexible A Essential Reports are predefined, analytic reports that leverage the
extensive network inventory, performance, availability and resource
utilization statistics.

management solution. A Flex Reports are flexible in purpose and technology. They are defined
through one of a number of general forms, i.e. Inventory, TopN, and
Graph report forms.

summarizes, and provides | A Dynamic Queries provide a simple and effective means to rapidly query

the database for information particularly relevant to the NOC and

hel pdesk staff. Predefined queries deli
reporting capabilities. browser and provide drilldown links to rela ted statistical graphing tools.

A EYE Data Export Serverenables configuration and export of desired
EYE data via OBDC to database formats independent of EYE providing
a new level of openness and accessibility of your data to accelerate and
simplify business reporting, corporate dashboards, or mash -ups, using
the display or charting tools of your choice.

EYE COM APlenables incorporation of real-time infrastructure data into
web pages, documents and spreadsheets. You can design interfaces
and methods of presentation that suit each viewer.

infrastructure

This document

examples of, its extensive

>

You can schedule, or run on demand, EYE reports. Both have hyperlinks
that you can use to drill down for addi tional detail. The data management
kernel packages data sets for these reports in industry standard XML files.
The XML files can be passed to the EYE reporting engine for presentation
or passed to other external reporting packages that accept XML files. The
EYE reporting engine leverages industry standard XSLT processing
techniques, which provide flexible control over the presentation of the
report data.
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Availability Reports 0 Infrastructure Device Availability

EYE Enterprise Edition Report <
Infrastructure Device Availability Details El'ltllltq

Printed on: 5 Nov 2009 19:57:48 GMT

Description:  Details of individual infrastructure device reachability and uptime outages
View: Regional

Over the period 00:00 on Wed Nov 04 2009 - 00:00 on Thu Nov 05 2009

Reachable Devices in Reachability outage

Devices with outages: 1 range the range count and duration
Total downtime: 23h 39m 0-50.0% 1(4.3%) 1 (1419min total)
Total outages: 1 50.0-85.0% O 0 (Omin total)
Average downtime: 1419m I 85.0-95.0% 0 0 (Omin total)
Average outages per device: 0.04 95.0-100% 22(95.7%) 0 (Omin total)

Reachable: . Unreachable: Down: . Unknown: l
10.44.1.62 Reachability = 100% Uptime = 100% Details

00:00 02:00 04:00 06:00 08:00 10:00 12:00 14:00 16:00 18:00 20:00 22:00 00:00
10.44.1.9 Reachability = 100% Uptime = 100% Details

00:00 02:00  04:00 06:00 08:00 10:00 12:00 14:00 16:00 18:00 20:00 22:00  00:00
aruba2400.entuity.lab Reachability = 100% Uptime = 100% Details

00:00  02:00  04:00  06:00 0800  10:00  12:00  14:00  16:00  18:00  20:00  22:00  00:00
bottom2960.entuity.local Reachability = 100% Uptime = 100% Details

00:00  02:00  04:00  06:00  08:00 10:00 12:00 14:00 16:00 18:00  20:00  22:00  00:00
bottom3550 Reachability = 100% Uptime = 100% Details

00:00  02:00  04:00  06:00  08:00 10:00 12:00 14:00 16:00 18:00  20:00  22:00  00:00
¢2821.entuity.local Reachability = 100% Uptime = 100% Details

00:00 02:00  04:00 06:00 08:00 10:00 12:00 14:00 16:00 18:00 20:00 22:00  00:00
€3560.entuity.local Reachability = 100% Uptime = 100% Details

00:00 02:00  04:00 06:00 08:00 10:00 12:00 14:00 16:00 18:00 20:00 22:00  00:00
e2821.entuity.local Reachability = 100% Uptime = 100% Details

00:00  02:00  04:00  06:00  08:00 10:00 12:00 14:00 16:00 18:00  20:00  22:00  00:00
eyepoller.bvt.entuity.lab Reachability = 100% Uptime = 100% Details

00:00  02:00  04:00  06:00 0800  10:00  12:00  14:00  16:00  18:00  20:00  22:00  00:00
lonsoltest07.entuity.local Reachability = 100% Uptime = N/A Details

00:00 02:00 04:00 06:00 08:00 10:00 12:00 14:00 16:00 18:00 20:00 22:00 00:00
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Availability Reports @ Server Availability

EYE Enterprise Edition Report &
Server Availability entuity

Printed on: 9 Nov 2009 10:56:17 EST

Description:  Details of server reachability and uptime totals and outages
View: Regional

Servers: 12 (view contains 22 servers)

Over the period 00:00 on Mon Nov 02 2009 - 00:00 on Mon Nov 09 2009

Reachable: l Unreachable: Down: . Unknown:
10.44.1.80 Reachability = 100% Uptime = 99.95%
—— s s s ———————————————————
2-Nov 3-Nov 4-Nov 5-Nov 6-Nov 7-Nov 8-Nov 9-Nov
‘ Uptime outage start l Uptime outage end l Duration ‘
Tue Nov 03 08:10:29 EST 2009 Tue Nov 03 08:15:03 EST 2009 274 Seconds (4m 34s)
192.168.242.123 Reachability = 0% Uptime not monitored
Y Y —
2-Nov 3-Nov 4-Nov 5-Nov 6-Nov 7-Nov 8-Nov 9-Nov
‘ Reachability outage start ‘ Reachability outage end ‘ Duration ‘
Mon Nov 02 00:00:00 EST 2009 Mon Nov 09 00:00:00 EST 2009 604800 Seconds (7d Oh Om 0s)
192.168.244.1 Reachability = 0% Uptime not monitored
h
2-Nov 3-Nov 4-Nov 5-Nov 6-Nov 7-Nov 8-Nov 9-Nov
‘ Reachability outage start | Reachability outage end | Duration ‘
Mon Nov 02 00:00:00 EST 2009 Mon Nov 09 00:00:00 EST 2009 604800 Seconds (7d Oh Om 0s)
192.168.245.11 Reachability = 0% Uptime not monitored
Y —
2-Nov 3-Nov 4-Nov 5-Nov 6-Nov 7-Nov 8-Nov 9-Nov
‘ Reachability outage start ‘ Reachability outage end ‘ Duration ‘
Mon Nov 02 00:00:00 EST 2009 Mon Nov 09 00:00:00 EST 2009 604800 Seconds (7d Oh Om 0s)
CHICAGO-SERVER Reachability = 15.14% Uptime not monitored
2-Nov 3-Nov 4-Nov 5-Nov 6-Nov 7-Nov 8-Nov 9-Nov
‘ Reachability outage start ‘ Reachability outage end ‘ Duration ‘
Mon Nov 02 00:00:00 EST 2009 Mon Nov 02 11:59:37 EST 2009 43177 Seconds (11h 59m 37s)
Mon Nov 02 17:49:40 EST 2009 Tue Nov 03 12:05:33 EST 2009 65753 Seconds (18h 15m 53s)
Tue Nov 03 14:43:34 EST 2009 Tue Nov 03 14:45:34 EST 2009 120 Seconds (2m 0s)
Tue Nov 03 20:59:34 EST 2009 Tue Nov 03 21:09:34 EST 2009 600 Seconds (10m Os)
Tue Nov 03 21:23:34 EST 2009 Wed Nov 04 09:21:33 EST 2009 43079 Seconds (11h 57m 59s)
Wed Nov 04 19:51:33 EST 2009 Mon Nov 09 00:00:00 EST 2009 360507 Seconds (4d 4h 8m 27s)

www.entuity.com



Availability Reports d Network Delivery Summary

EYE Enterprise Edition Report

Network Delivery Summary

Printed on: 13 Nov 2009 16:47:09 EST

Description:  Summary of availability for services, applications, servers and infrastructure devices
View: Regional

Over the period 00:00 on Thu Nov 12 2009 - 00:00 on Fri Nov 13 2009

entuity

Overall Summary Reachability / Status Uptime
8 Services NN 48.5% N/A
29 Applications NN 33.2% N/A

49 Servers

83 Infrastructure devices

Services Summary

s 85.7%
s 80.1%

] 98.2%  (known for 44 servers)
I 87%

(known for 77 devices)

Service status

) . Range In the range Total duration
Services with outages: 4
Total downtime: 3d 2h 48m 7s Woso0%  4(50%  3dohomos
: 50.0-85.0% 0 (0%) Os
Average_ dqwntlme oh 21m Os 0“ 0 ,
per service: 85.0-950% 1(125%) 2h48m7s
See detailed report for services 95.0-100% 3 (37.5%) Os

Applications Summary

Application reachability

Apps with outages: 23

Total unreachability: 19d 9h 15m 32s Mos00%  19(655%) 180 23h 24m 24s
Average unreachability 16h 2m 36 50.0-85.0% 0 (0%) 0s

per application: s 85.0-95.0% 3 (10.3%) 8h 47m 53s

See detailed report for applications 95.0-100% 7 (24.1%) 1h 3m 9s

Servers Summary

Server reachability

Servers with outages: 29 . .

Total unreachability: 6d 23h 52m 48s Mo500%  5(102%)  4d 18 53m 13s
" 50.0-85.0% 1 (2%) Bh 35m 43s

Average upreachablhty 3h 25m 34s 0" ° X

per server: 85.0-95.0% 16(32.7%) 1d21h5m22s

See detailed report for servers 95.0-100% 27 (55.1%) 1h 18m 30s

Infrastructure Devices Summary

Infrastructure device reachability

Devices with outages: 47
0, 0,
Total unreachability: 16d 12h 52m 58s Mos00%  14(16.9%) 140 0hOmOs
- 50.0-85.0% 1 (1.2%) Bh 24m 2s
Avg unr_eat_:hablllty 4h 46m 54s . :
per device: 85.0-95.0% 19(22.9%) 2d 5h 30m 22s
See detailed report for devices 95.0-100% 49 (59%) 58m 34s
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Multiple Port Reports d Port and CPU Utilization

EYE Enterprise Edition Report
Port and CPU Utilization Chart

Description:  Chart of utilization of up to 8 ports with mean and individual processor CPUs
Over the period 23:00 on Thu Nov 12 2009 - 11:00 on Fri Nov 13 2009
No prime time is set for this report

enturty

Printed on: 13 Nov 2009 11:47:24 EST

Device name: 10.66.13.22 Sample period: 10 minutes
... Speed
Port/CPU description (bits/sec) Color
[ 00006 ] APP-4 10M
[ 00004 ] tmmO 10M
[ 00002 ] eth0 100 M
[ 00012 ] external 10M —
Mean utilization percentage of all CPUs
Inbound =
100 100 g
3
X =%
< 75 75 =
M \%r/\r\ W "
N 50 \/‘ % ’ 50 S
= | \/\\1 =
Q
§ 25 1 25 E,=“
0
0 ‘ ‘ : : : 0 &
23:00 00:00 01:00 02:00 03:.00 04:00 05:00 06:00 07:00 08:00 09:00 10:00 11:00 e
Outbound
100

75

Port utilization %
(4]
o

WQ@WJQM%N

ol

° 23 00 00:00 01:00 02 00 03 00 04:00 05:00 06 00 07 00 08:00 09:00 10:00 11:00 °
2 Per processor CPU utilization % =
5 100 | 100 @
g g
E 75 - 75 §
& s0 50 3
3
§ 25 2 g
2 oL | | | LI
e 23.00 00:00 01:00 02:00 03:.00 04:00 05:00 06:00 07:00 08:.00 09:00 10:00 11:00 @

mmm TMM Processor mmm Blade null Processor 2
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Multiple Port Reports 6 Port Utilization

EYE Enterprise Edition Report ]
Port Utilization Chart entuity
ipti utilizati
n Fri
this
tes
Speed
ame (bitsisec)| €°'°"
[ 00006 1APP P
[ 00004 ] tmmO —
[ 00002 ] eth0 [E—
[ 00012 ] ext ——
lonsw02.entuity.local [211]TRU sw01
lonsw02.entuity.local [2/2]1TRU sw03 |
tuity.lo [2/1] sw02 [
lonsw03.entuity.local [2/2] sw01 ———
Inbound utilization %
100 -
90

i

l"‘"
‘ .L.,\ul

Outbound utilization %

&‘

‘A' W gl "%
. M | .
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Multiple Port Reports d Port Data Rate

EYE Enterprise Edition Report
Port Data Rate Chart

Description:

Chart of data rate of up to 8 ports with aggregated rates

Over the period 01:00 on Fri Nov 13 2008 - 13:00 on Fri Nov 13 2009
No prime time is set for this report

Sample period: 10 minutes

enturty

Printed on: 13 Nov 2009 13:27:26 EST

. o Speed | Line
Device name Port description (bits/sec)| color
10.66.13.22 [ 00006 ] APP-4 10M s
10.66.13.22 [ 00004 ] tmmO 10M
10.66.13.22 [ 00002 ] eth0 100 M
10.66.13.22 [ 00012 ] external 10M
lonsw02.entuity.local [2/1] TRUNK to lonswO01 100 M
lonsw02.entuity.local [ 2/2 ] TRUNK to lonsw03 100 M
lonsw03.entuity.local [2/1 ] TRUNK to lonsw02 100 M
lonsw03.entuity.local [2/2 ] TRUNK to lonswO1 100 M
Inbound data rate (Kbits/sec)
100,000
75,000
50,000 /1
25,000
0 o i — - - : ; - ¥ o3 =] ~ '_ -
01:00 02:00 03:.00 04:00 05:.00 06:00 07:00 0800 09:00 10:00 11:00 12:00 13:00

75,000

50,000

25,000

Outbound data rate (Kbits/sec)

01:00 02:00 03:00 04:00 05:00 06:00 07:00 08:00

125,000
100,000
75,000
50,000
25,000

Aggregate data rate (Kbits/sec)

09:00 10:00 11:00 12:00

13:00

01:00 02:00 03:00 04:00 0500 06:00 07:00 08:00

—— Inbound — Qutbound

www.entuity.com
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Multiple Port Reports & Port Comparison

EYE Enterprise Edition Report

Port Utilization, Volume, Discards and Faults Comparison

Description:  Comparison of mean utilization, volume, discard and faults percentage for up to 8 ports

Over the period 13:00 on Thu Nov 12 2009 - 13:00 on Fri Nov 13 2009

No prime time is set for this report

enturty

Printed on: 13 Nov 2009 13:28:02 EST

Device name Port description (bsitl.:jse:c) Color
10.66.13.22 [ 00006 ] APP-4 10M e—
10.66.13.22 [ 00004 ] tmmO 10M m—
10.66.13.22 [ 00002 ] eth0 100 M
10.66.13.22 [ 00012 ] external 10M

lonsw02.entuity.local

[2/1] TRUNK to lonsw01

100 M

lonsw02.entuity.local

[ 2/2 1 TRUNK to lonsw03

100 M

lonsw03.entuity.local

[ 2/1 ] TRUNK to lonsw02

100 M

lonsw03.entuity.local

Inbound utilization %

.

5.7

[2/2 ] TRUNK to lonsw01

£9 79%

Outbound volume

Inbound discards as a % of packets

0.013%

www.entuity.com

100 M

Outbound utilization %

1.71 GB

Outbound discards as a % of packets

oo1am}— "




MPLS Reports 6 LDP Peer Details

EYE Enterprise Edition Report
LDP Peer Details

enturty

www.entuity.com

Printed on: 26 Aug 2009 10:58:28 EDT
Description:  Detailed inventory of MPLS Label Distribution Protocol peers
View: Regional
Devices: 1
n q - Lab?' LDP session traps

Device name LSR ID Loop detection capability| retenct;:n enabled LDP Peers
192.168.1.8 192.168.255.248 Hop Count and Path Vector Unmkzown Enabled 22
MPLS LDP peer details for device 192.168.1.8

Advertised IP Label distribution method Path vector hop limit LDP version TCP port UDP Port

192.168.255.245 Downstream Unsolicited 0 1 646 646
192.168.255.247 Downstream Unsolicited 0 1 646 646
192.168.255.246 Downstream Unsolicited 0 1 646 646
192.168.255.233 Downstream Unsolicited 0 1 646 646
192.168.255.250 Downstream Unsolicited 0 1 646 646
192.168.255.238 Downstream Unsolicited 0 1 646 646
192.168.255.224 Downstream Unsolicited 0 1 646 646
192.168.255.242 Downstream Unsolicited 0 1 646 646
192.168.255.244 Downstream Unsolicited 0 1 646 646
192.168.255.243 Downstream Unsolicited 0 1 646 646
192.168.255.229 Downstream Unsolicited 0 1 646 646
192.168.255.228 Downstream Unsolicited 0 1 646 646
192.168.255.225 Downstream Unsolicited 0 1 646 646
192.168.255.240 Downstream Unsolicited 0 1 646 646
192.168.255.226 Downstream Unsolicited 0 1 646 646
192.168.255.231 Downstream Unsolicited 0 1 646 646
192.168.255.235 Downstream Unsolicited 0 1 646 646
192.168.255.227 Downstream Unsolicited 0 1 646 646
192.168.255.239 Downstream Unsolicited 0 1 646 646
192.168.255.237 Downstream Unsolicited 0 1 646 646
192.168.255.241 Downstream Unsolicited 0 1 646 646
192.168.255.252 Downstream Unsolicited 0 1 646 646




MPLS Reports 6 LDP Peer Performance

EYE Enterprise Edition Report
LDP Peer Performance
Printed on: 26 Aug 2009 11:17:31 EDT

Description:  Inventory of MPLS Label Distribution Protocol entities

View: Regional
Entity count: 22

Over the period 11:00 on Tue Aug 25 2009 - 11:00 on Wed Aug 26 2009

No prime time is set for this report

enturty

Device name Advertised IP :g':l:: s?aptzrs srel‘::;:’ ::s ::si:‘i:;:g Error delta Shust:ei::;uns
192.168.1.8 192.168.255.245 Enable  Enable 0 0 0 0
192.168.1.8 182.168.255.247 Enable Enable 0 0 0 0
192.168.1.8 192.168.255.246 Enable  Enable 0 0 0 0
192.168.1.8 192.168.255.233 Enable  Enable 0 0 0 0
192.168.1.8 192.168.255.250 Enable  Enable 0 0 0 0
192.168.1.8 182.168.255.238 Enable Enable 0 0 0 0
192.168.1.8 192.168.255.224 Enable Enable 0 0 0 0
192.168.1.8 192.168.255.242 Enable  Enable 0 0 0 0
192.168.1.8 192.168.255.244 Enable  Enable 0 0 0 0
192.168.1.8 182.168.255.243 Enable Enable 0 0 0 0
192.168.1.8 192.168.2565.229 Enable  Enable 0 0 0 0
192.168.1.8 192.168.255.228 Enable  Enable 0 0 0 0
192.168.1.8 192.168.255.225 Enable  Enable 0 0 0 0
192.168.1.8 182.168.255.240 Enable Enable 0 0 0 0
192.168.1.8 192.168.2565.226 Enable  Enable 0 0 0 0
192.168.1.8 192.168.255.231 Enable  Enable 0 0 0 0
192.168.1.8 192.168.255.235 Enable  Enable 0 0 0 0
192.168.1.8 182.168.255.227 Enable Enable 0 0 0 0
192.168.1.8 192.168.2565.239 Enable  Enable 0 0 0 0
192.168.1.8 192.168.255.237 Enable  Enable 0 0 0 0
192.168.1.8 192.168.255.241 Enable  Enable 0 0 0 0
192.168.1.8 192.168.255.252 Enable  Enable 0 0 0 0

www.entuity.com




MPLS Reports 8 LDP Peer Details

EYE Enterprise Edition Report

VPN Route Capacity

Printed on: 26 Aug 2009 11:20:25 EDT
Description:  Inventory of VRFs and their route counts
View: Regional

@

entuity

Device name VRF name Routes Maximum routes
e2821 7Jeff_Voice 1 Unlimited
c2821 ?Jeff_Voice 1 Unlimited
127.0.0.1 2tc-noshape 43 Unlimited
e2821 Jeff_Data 0 Unlimited
c2821 Jeff_Data 0 Unlimited
192.168.1.8 ahe-1 133 Unlimited
192.168.1.8 auxsrv 106 Unlimited
192.168.1.8 cc 157 Unlimited
192.168.1.8 centsec 24 Unlimited
192.168.1.8 cp 69 Unlimited
127.0.01 csernv 1944 Unlimited
192.168.1.8 cserv 2342 Unlimited
192.168.1.8 energy 81 Unlimited
127.0.01 iscsi 63 Unlimited
127.0.01 resnet 144 Unlimited
192.168.1.8 resnet 225 Unlimited
192.168.1.8 tc 1881 Unlimited
127.0.01 tc 1813 Unlimited
192.168.1.8 tc-nofw 41 Unlimited
192.168.1.8 voice 73 Unlimited
192.168.1.8 wireless 143 Unlimited

www.entuity.com




Availability Reports 8 Routing Summary

EYE Enterprise Edition Report
Routing Summary

Description:  Summary of devices providing layer 3 routing services
View: Regional
Devices: 1

enturty

Over the period 00:00 on Mon Nov 02 2009 - 00:00 on Mon Nov 08 2009

No prime time is set for this report

Printed on: 9 Nov 2009 16:11:16 GMT

bottom3550

bottom3550

Entuity Test Room

cisco

CAT0827N2G8

WS-C3550-24-EMI

12.1(20)EA1a

10.44.1.12

Thu Nov 05 11:24:42 GMT 2009

Polling on COMPRESSOR

Cisco Internetwork Operating System Software
108 (tm) C3550 Software (C3550-15Q3L2-M), Version 12.1(20)EA1a,
Copyright (c) 1986-2004 by cisco Systems, Inc.
Compiled Mon 19-Apr-04 21:50 by yenanh

Round trip latency between EYE and device (ms)

Name:

sysName:
Location:
Manufacturer:
Serial number:
Model:

Version:
Management IP:
Last reboot:
Polling status:
System descr:

1 99.96
: Oh4m 12s
1

Uptime %
Unknown uptime
QOutages:

26
4]

Total ports (excluding virtual ports):
Spare ports (excluding virtual ports):

RELEASE SOFTWARE (fc1)

Average reachability %

100
5.0 75
50
25
25
0.0 0
2-Nov 3-Nov 4-Nov 5-Nov 6-Nov 7-Nov 8-Nov 9-Nov 2-Nov 3-Nov 4-Nov 5-Nov 6-Nov 7-Nov 8-Nov 9-Nov
Aggregate physical port traffic rate (Kbytes/S) CPU and memory (%)
100.0
5,000 75.0
50.0
2,500
25.0
0 0.0
2-Nov 3-Nov 4-Nov 5-Nov 6-Nov 7-Nov 8-Nov 9-Nov 2-Nov  3-Nov 4-Nov 5-Nov 6-Nov 7-Nov 8-Nov 9-Nov
—— Inbound —— OQutbound —— CPU —— Used memory
IP routing (Packets/S) Average physical port faults as % of packets
40
J‘*"*W 0.00010
30
20 0.00005
10
0 = 0.00000
2-Nov  3-Nov  4-Nov  5-Nov 6-Nov 7-Nov 8-Nov 9-Nov 2-Nov 3-Nov 4-Nov 5-Nov 6-Nov 7-Nov 8-Nov 9-Nov
—— IP received IP forwarded — IP discarded —— Inbound —— Outbound
Route peering
BGP local AS: 64132 OSPF admin status:
BGP identifier: 10.44.1.12 OSPF router ID:
BGP peer count: 3 OSPF AS border router:

BGP peer estab. state transitions: 1

OSPF area border router:

OSPF TOS support:

EIGRP peer count: 0

OSPF peer count:
OSPF peer state changes:

o

Note: An outage is defined as an SNMP agent restart which may be preceded by a period with no SNMP response

Outage start Outage end

Qutage duration

Thu Nov 05 11:20:30 GMT 2009 Thu Nov 05 11:24:42 GMT 2009

www.entuity.com

0h4m 12s
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Availability Reports d Switching Summary

EYE Enterprise Edition Report
Switching Summary

enturty

Name: bottom3550

bottom3550

Entuity Test Room

cisco

CAT0827N2G8

WS-C3550-24-EMI

12.1(20)EA1a

10.44.1.12

Thu Nov 05 11:24:42 GMT 2009

Polling on COMPRESSOR

Cisco Internetwork Operating System Software

sysName:
Location:
Manufacturer:
Serial number:
Model:

Version:
Management IP:
Last reboot:
Polling status:
System descr:

Uptime %: 99.96
Unknown uptime: Oh 4m 12s
QOutages: 1

Total/Host ports (excluding virtual ports): 26 /23
Trunk/Uplink ports (including virtual ports): 3/0
Spare ports (excluding virtual ports): 0

I0S (tm) C3550 Software (C3550-15Q3L2-M), Version 12.1(20)EA1a, RELEASE SOFTWARE (fc1)

Copyright (c) 1986-2004 by cisco Systems, Inc.

Compiled Mon 19-Apr-04 21:50 by yenanh

Round trip latency between EYE and device (ms)

Average reachability %

100
A 75
e 50
25
0.0 0
2-Nov 3-Nov 4-Nov 5-Nov 6-Nov 7-Nov 8-Nov 9-Nov 2-Nov 3-Nov 4-Nov 5-Nov 6-Nov 7-Nov 8-Nov 9-Nov
Aggregate host port traffic rate (Kbytes/S) CPU and memory (%)
100.0
7
6 75.0
5
4 A 50.0
3
2 250
1
st A M, .
0 0.0
2-Nov  3-Nov  4-Nov  5-Nov 6-Nov  7-Nov 8-Nov  9-Nov 2-Nov  3-Nov 4-Nov 5-Nov 6-Nov 7-Nov B-Nov 9-Nov
~ Inbound —— Qutbound ~—— CPU —— Used memory
Average host port faults as % of packets
No infrastructure port faults were seen on this device
0.00010
0.00005
0.00000
2-Nov 3-Nov 4-Nov 5-Nov 6-Nov 7-Nov 8-Nov 9-Nov
—— Inbound —— Outbound
Type Speed Infrastructure connection details
Trunk 100M [ Fa0/1 JFastEthernet0/1
" connected to top2960:[ Fa0/7 JFastEthernet0/7
Trunk 100M [ Fa0/2 JFastEthernet0/2
connected to bottom2960:[ Fa0/9 |FastEthernet0/9
Trunk 1G [ Gi0/1 ]GigabitEthernet0/1
connected to ¢3560:[ Gi0/2 ]GigabitEthernet0/2
VLAN Port count Average inbound traffic rate (Kbytes/S) Average outbound traffic rate (Kbytes/S)
1 8 0 0
500 2 0 0
510 5 0 0
520 1 0 0

Note: An outage is defined as an SNMP agent restart which may be preceded by a period with no SNMP response

Outage start

www.entuity.com

Outage end QOutage duration
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Availability Reports 6 Wireless Controller Summary

EYE Enterprise Edition Report
Wireless Controller Summary

-

entuity

Name: 10.66.60.3 Management IP: 10.66.60.3
Model: 65 Manufacturer: Aruba Networks Inc
Serial number: A20001381 Version: 3.1.1.0

Total associated access point count:

4

Number of APs with similar host counts

40 -
35 -
3.0 -
25 -
2.0 -
15 -
10-

0.5 -

Wireless attached hosts

P e S e A A A e

0.0 -
Q N Vv L] b ] © A ® 2 N N2 P ) o H rf.’c:b
A & N n§5’x
IN N N
& & & 4 R
Wireless attached hosts per AP
||:| Based on peak host count per AP [_] Based on mean host count per AP |
Host count  peak
Access point name Model Serial number 1P AP/mean AP/ peak
antenna
102.1.1 70 A50020414 255.255.255.255 1/0/1
101.1.1 70 A50023898 255.255.255.255 0/0/0
100.1.2 70 A50023904 255.255.255.255 0/0/0
103.1.1 70 A50037249 255.255.255.255 0/0/0
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Availability Reports 6 VMware ESX Server Performance
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